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 SAFFANAH 
 
 
 

 
 

DOCUMENTATION 
 
HULL NUMBER    AAY00170476 
USCG OFFICIAL NUMBER   577933 
FLORIDA REGISTRATION NUMBER 18969696 
DINGHY REGISTRATION NUMBER  18969846 
FCC REGISTRTION NUMBER  0018988022 
RADIO CALL SIGN    WDE9713 
MMSI NUMBER    367420380 
REGISTERED OWNERS   Diane Redinger 
      William Amt 

DIMENSIONS 
 

DISPLACEMENT 17,000 lbs  
LOA 35 feet 6 inches 
LWL 25 feet 10 inches 
DRAFT 4 feet 9 inches 
BEAM            11 feet 0 inches 
BRIDGE CLEARANCE         46 feet 
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THEORETICAL CALCLATIONS 
 

THEORETICAL HULL SPEED 6.8 knots/hr – 7.8 statute miles/hr 
SAIL AREA/DISPLACEMENT 15.36 – high end of cruising class boat and 60% of the light 

air performance of a high performance racing boat 
DISPLACEMENT/LWL 440 – heavy displacement boat 
LENGTH WATER LINE/BEAM 2.348 – conservative cruising boat 
MOTION COMFORT 62.0 –comfortable in variable off shore conditions 
BALLAST/DISPLACEMENT 32.35% - average resistance to heeling 
ANGLE OF VANISHING STABILITY 268.03 and screening stability 12.53 - strongly self-righting  
CAPSIZE RATIO 1.71 – less than 2.0 indicates relative safety from capsize and 

acceptable for offshore sailing 
WATER PLANE AREA 215 Square Feet  

HULL, DECK AND SUPERSTRUCTURE  
�
TYPE OF HULL Displacement  
HULL SHAPE Round bottom.  
DEADRISE AT TRANSOM N/A  
CONSTRUCTION MATERIAL Glass fiber reinforced plastic 
STEM Clipper bow.  
KEEL Full keel with cutaway forefoot 
BALLAST Internal to the keel cavity [listed in Mauch’s as 5,500 lbs.]  
SHEER Traditional  
TRANSOM Wineglass shaped and convex with aft rake. 
COUNTER None.  
RUN Approx. 30 inches. 
FLARE None.  
TUMBLEHOME Moderate at stern.  
TOPSIDES COLOR Off-white [simulated lapstrake]  
SHEER STRIPE COLOR Burgundy 
BOOT TOP COLOR None [anti-fouling paint covered red over blue stripes]. 
BOTTOM PAINT COLOR Black – paint applied 8/2009 
DECK COLOR Off-white 
CHINE(S) None 
BULWARKS Approx. seven inches forward, amidships and aft  
TOERAIL Coated teak cap rail on gunwales.  
RUBRAIL Stainless strip on topsides below sheer strake.  
NON-SKID SURFACE Sand suspended in coating.  
SUPERSTRUCTURE Trunk cabins with cockpit coamings and rigid cockpit 

dodger aft.  
LADDERS (1) six-step stainless re-boarding ladder.  
HATCHES (1) fiberglass forward coach roof hatch, (3) aluminum-

framed lens hatches in coach roof, (1) sliding wood 
companionway with vertical ½” Lexan weather boards and 
(2) fiberglass cockpit hatches.  

PORTS (1) bronze-framed oval opening port on main bulkhead and 
externally-fitted.  ½” Lexan fixed port lights.  Unknown type 
glass port lights in cockpit dodger.  
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LIFELINES Double plastic-sheathed 3/16-inch 1x19 stainless wire rope 
on stainless stanchions with side gates – All lifelines 
replaced 3/1/2009.  

BOW PULPIT Double stainless rail.  
STERN PULPIT Double stainless rail  
GRAB RAILS Coated teak on coach roof.  
SCUPPERS (2) cockpit drains to (1) bronze ball valve with corrugated 

bilge type hose  
SWIM PLATFORM None  
CANVAS/COVERINGS Burgundy canvas mainsail cover.  
HULL-TO-DECK JOINT Not sighted.  
STRINGERS (2) top hat sections at engine bed.  
BULKHEADS Solid Teak 
DECK CONSTRUCTION Glass fiber reinforced plastic sandwich construction.  
LIMBER HOLES Below bulkheads.  
CEILINGS Glass fiber reinforced plastic.  
 
HULL, DECK AND SUPERSTRUCTURE SURVEYOR COMMENTS:  
 
Hull constructed at the time of laying up solid fiberglass, rather than coring – so hull and deck are solid 
fiberglass – and liner is a one piece construction.  Bulkheads are solid teak.  
 
Downeast 32s have the strong traditional qualities with their long full keel, keel hung rudder, clipper bow, 
planks molded into the thick fiberglass hull, wineglass shaped transom and high freeboard which keep the 
decks dry in most conditions. The heavy duty construction is highlighted by the hull to deck joint which is 
a 3 inch flange both chemically bonded and through bolted on 12 inch centers. The deck core material is 
Conolite, a closed cell foam with strands of glass fiber running through it, chosen for its strong sheer 
strength, waterproof and insulating qualities.  
 
The hull was sounded at and below the waterline with a phenolic mallet and there was no sign of de-
lamination in the molding and no osmotic blisters were present. There were several spots found where the 
gel coat had come off, presumably from barnacles or blisters. The bottom was fair with no sign of trauma, 
except for a patch on the after starboard side of the keel and the patch looked and sounded serviceable.  
Bottom was fully copper clad at some time in the past.  Bottom was repainted August 2009 with Trinidad 
Black Antifouling Paint – 75% cuprous oxide. 
 
The topsides showed no sign of major trauma, but were in poor cosmetic condition with lots of scratches, 
gouges and stains.  There was no springiness noticed in any deck area when walked on. Where accessible 
from inside the hull the bulkheads and other structural components were well bonded to the hull and no 
failed tabs were found.  Overall the system appeared to be in serviceable condition.  

SAILS AND RIGGING 
  

TYPE RIG Cutter 
MAST(S) (1) deck-stepped off-white coated aluminum with wood 

compression post.  
MAST TRACK(S) External stainless track riveted on approx. 2 ½-inch centers 
BOOM(S) (2) off-white coated aluminum.  
SPREADERS Single wood 
WHISKER POLE(S) (1) anodized aluminum with quick release fittings.  
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HEADSTAY 9/32-inch 1x19 stainless wire rope  
INNER STAY ¼-inch 1x19 stainless wire rope 
BACKSTAY 9/32-inch 1x19 stainless wire rope  
RUNNING BACKSTAYS None 
JUMPER STRUTS None.  
BOBSTAY Unknown [completely inside PVC pipe jacket] 
DOLPHIN STRIKER None 
WHISKER STAYS ¼-inch 1x19 stainless wire rope  
UPPER SHROUDS  ¼-inch 1x19 stainless wire rope  
LOWER SHROUDS Split double 15/64-inch 1x19 stainless wire rope  
INTERMEDIATE SHROUDS None.  
MAIN HALYARD External 7/16-inch yacht braid (New April 2009) 
JIB HALYARD External 7/16-inch yacht braid (New April 2009) 
STAYSAIL HALYARD External 3/8-inch yacht braid (New April 2009) 
MAIN SHEET Mid-boom sheeting, 5:1 purchase with 7/16-inch yacht braid. 

(New April 2009) 
JIB SHEET (s) 7/16 – inch yacht braid (New April 2009) with snap shackles 

(New April 2009)  
STAYSAIL SHEET Aft-boom sheeting, 4:1 purchase with 3/8-inch yacht braid 

(New April 2009).  
HALYARD WINCHES (2) Lewmar No. 8 bronze.  
PRIMARY WINCHES (2) Lewmar No. 25 two-speed bronze.  
SECONDARY WINCHES (2) Barlow No. 18 single-speed chromed bronze.  
BOOM REEFING WINCH (1) Barlow No. 18 single-speed chromed bronze. 
MAINSHEET WINCH (1) Lewmar No. 8 Self Tailing two speed 
WINCH HANDLES (1) alloy, (1) chromed bronze and (2) plastic.  
CLEATS Bronze conventional cleats and sheet stoppers.  
GENOA TRACKS Short aluminum tracks on side decks abaft amidships.  
TANGS Stainless 
TOGGLES Bronze.  
CLEVIS PINS Stainless.  
COTTER PINS Stainless  
TURNBUCKLES Open type bronze.  
CHAIN PLATES Stainless 
STEMHEAD FITTING Stainless  
TERMINAL FITTINGS Stay-Lock and Norseman mechanical fittings  
BOOM VANG Garhaeur  40UAG 4-1purchase w/50 ft 7/16 inch braided 

line (New April 2009) 
BLOCKS All running rigging blocks are Garhaeur – New 2009 
TOPPING LIFT(S) Two (2) 3/8-inch yacht braid (New April 2009) 
HALYARDS (Four) Two (2) 7/16-inch – Main and Jib and one (1) 3/8 – inch 

Staysail, One (1) 3/8 - Spinnaker/Drifter (all new April 
2009) 

SAIL AREA 593 Square Feet 
MAIN SAIL REEFING Harkin adjustable two point reefing system 
IJPE I=41.50, J=16.00; P=35.50, E (boom)=15.20 
MAIN SAIL DIMENSIONS Luff  35.5;   Foot 15.25;    Leach 38.0      Area 280 sq ft 

(New May 2009) 
STAYSAIL DIMENSIONS Luff  29.0;   Foot 10.6;      Leech 24.75;   Area 125 sq ft 

(New May 2009) 



Saffanah Specifications 
 
 

�
��

�

WORKING JIB SAIL DIMENSIONS Luff  34.75; Foot 15.375;  Leech 27.17;   Area 188 sq ft 
(New May 2009) 

YANKEE JIB DIMENSIONS Luff  34.75; Foot 20.625;  Leech 32.0;     Area 328 sq ft 
(serviceable condition) 

115% JIB DIMENSIONS Luff  41.5;   Foot 16.00;    Leech 35.00;   Area 382 sq ft 
(serviceable conditions repaired and cleaned April 2009) 

 
SAILS AND RIGGING SURVEYOR COMMENTS:  
 

 
The mast was not ascended so all inspection was conducted from deck level only. There was some 
corrosion, but none to excess on the terminal fittings at deck level. Without benefit of an inspection aloft 
the system appeared serviceable.  

 
AUXILIARY PROPULSION SYSTEM 

 
COMBUSTION TYPE Diesel 
ENGINE(S)  One (1) 
MANUFACTURER 1988 Perkins – Perama 
MODEL NO(S) M30  
SERIAL NO(S) Unknown 
MODEL YEAR 1988  
NO. CYLINDERS Three (3) 
RATED OUTPUT 30 HP 
LOCATION Beneath cockpit bridge deck and companionway ladder  
ACCESSIBILITY Above average  
VENTILATION Natural 
ENGINE MOUNTS Vibration-dampening mounts lag-screwed to stringers.  
TYPE COOLING Sealed: fresh water-cooled with seawater heat exchange.  
SEACOCK(S) Bronze ball valves 
SEA STRAINER(S) Bronze with inspection bowl 
ANTI-SIPHON PROTECTION None 
EXHAUST SYSTEM Wet exhaust with flexible hoses.  
BELTS/PULLEYS (1) belt [loose].  
SHIFT/THROTTLE CONTROLS Dedicated levers with Morse cables – cables replaced and 

mechanism rebuilt 3/1/2009.  
RECORDED HOURS Unknown.  
PROPELLER SHAFT(S) (1) one inch stainless.  
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STUFFING BOX (ES)  Bronze.  
SHAFT LOG(S) Bronze 
CATCH PAN(S) None.  
OIL REMOVAL DEVICE None sighted.  
EMERGENCY SHUTDOWN Throttle back.  
GAUGES AT HELM STATION (1) Tachometer and (1) Water Temperature.  
GAUGES IN ENGINE ROOM (1) Fuel.  
PROPELLER Bronze 15 x 10 three blade  
 
AUXILIARY PROPULSION SYSTEM COMMENTS:  
 
Note:  Water pump was rebuilt in May 2009, and all hoses were replaced in 2009.  All through hulls were 
freed and hosing double clamped in 2009.  Engine was professionally serviced in May 2009, with any 
rusted parts replaced at that time.  Cutlass bearing and stuffing box was replaced June 2009. 

FUEL SYSTEM  
 
FUEL TYPE Diesel  
TANKAGE Two (2) Fuel tanks – One 82 gallon aluminum tank installed 

beneath galley floor and one auxiliary 17.5 gal Tempo 
Cross-linked Polyethylene gallon installed in cockpit locker 

FUEL FILL PIPE(S) (1) in port cockpit seat – auxiliary:  Primary fuel tank filled 
through sealed fill located in galley sole 

CAP MARKED? Yes, “DIESEL.”  
VENT(S) (1) on starboard top of transom.  
VENT SCREEN(S) Copper.  
GAUGE(S) FOR FUEL LEVEL 1) remote electric gauge at companionway 
FUEL FEED LINE(S) Unknown flexible hose and SAE: 30R6XX hose.  
FUEL RETURN LINE(S) Unknown flexible hose and SAE: 30R6XX hose.  
FILTERS (1) Racor 500FG bulkhead-mounted, water separating 

primary filter [photo page 21] 
SHUT-OFF VALVE(S) Installed in May 2009  
ANTI-SIPHON PROTECTION Installed in May 2009  
MANIFOLD None.  
 
FUEL SYSTEM COMMENTS:  
 
There was no sign of fuel leakage and no fuel odor was noticed in the bilge at the time of the inspection. 
All fuel hoses were replaced in August of 2009 and double clamped as required by Code of Federal 
Regulation.  
 
Engine fuel usage is estimated to be 0.7GPH @ 1800 RPM and (boat speed approximately 6 knots in 
calm seas) yielding motoring range of approximately 950 statute miles. 

ELECTRICAL SYSTEM  
 
AC SYSTEM:  
A new 30 amp shore power system was installed in July 2009, incorporating new AC distribution panel, 
Xantrax  2000 watt inverter/charger, and all new tin coated 120V wiring. 
 
PRIMARY SERVICE  (1) 30 AMP Receptacle with 40’ shore power cable 
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AUXILIARY DC PANELBOARD Paneltronics #3306 - AC 9 Position w/Shore/Inverter Mains 
and Meters with double-throw fused switches.  Installed 
November 2009 

METERS ON MAIN AC PANELBOARD 1(AC) Volts and (1) AC Amps with polarity diode 
PANEL LOCATION Below navigation station 
BATTERY CHARGER/INVERTER (1) Xantrex Freedom 20 Filtered Modified sine wave 

inverter and Automatic 3-stage battery charger 
INVERTER CHARGER CONTROL Xantrex charger control panel installed at navigation station 
SHORE POWER One (1) 30 Amp – 50foot cable with 50 to 30 amp splitter – 

New November 2009 
 
DC SYSTEM:  
STORAGE BATTERIES (4) group 31 12-volt. gel cell chemistry 
STORAGE BATTERY LOCATION On shelf abaft and above engine 
STARTER BATTERY (1) Group 24 deep cycle gel cell chemistry 
STARTER BATTERY LOCATION In main cabin on sole port side of companionway ladder 
CONTAINMENT None 
CONDITION New Sept. 2009  
SELECTOR SWITCH(S) (1) Blue Sea Systems for 12 V DC system; (1) Blue Sea 

System for Starter Battery and Engine Emergency Shut-off – 
both replaced in August 2009. Both new 2009. 

SELECTOR SWITCH LOCATION On located on DC panel board and Engine Battery Switch 
located immediately above starter battery at engine 
compartment access door. 

OVERCURRENT PROTECTION Maine battery switch is adjacent to master DC panel board.  
Secondary switch located above starting battery immediately 
below companion way. 

MAIN DC PANELBOARD Paneltronics 24-position breaker switch panel with (2) single 
pole, double-throw fused switches 

MAIN PANELBOARD LOCATION Navigation station  
METERS ON MAIN PANELBOARD (1) DC Volts, (1) DC Amperes.  
BUNDLING Conservative 
WIRE SUPPORT Mostly all supported at least every 18 inches.  
TERMINAL CONNECTIONS All sighted were crimped type.  
 

     
 
  
12 Volt system 120 Volt System      Battery Switch/Bilge Pumps 
 
ELECTRICAL SYSTEM COMMENTS:  
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Both the 120 V AC and 12 V DC electrical systems have been updated in 2009 and new 120 wiring 
installed in 2009 – all wiring has been replaced with tinned-copper and terminals and connections 
crimped and heat sealed in accordance with AYBA recommendations 

STEERING SYSTEM  
�
TYPE Tiller 
MANUFACTURER Down East Yachts 
WHEEL None.  
TILLER (1) wood.  
TILLER ARM(S) Solid Teak  
RUDDER SHAFT 1 55/64-inch stainless 
SHAFT LOG(S) Fiberglass standpipe.  
STUFFING BOX(ES) None.  
TENSION Normal 
EVIDENCE OF LEAKS N/A 
EMERGENCY STEERING None 
WINDVANE Aries tilt up #5 wind vane 
AUTOPILOT Raymarine  ST4000+ Tiller mounted 
 
GROUND TACKLE  

 
 
 
 

 
New ground tackle and rode installed in April 2009. 
 
PRIMARY ANCHOR One (1) 35 Pound Bruce Plow  
PRIMARY CHAIN 20’ 1/4 inch  
PRIMARY RODE One (1) 200’ ½ inch 3 strand nylon 
SECONDARY ANCHOR One (1) 35# CQR Plow  
SECONDARY RODE 200’ ½ inch 3 strand nylon 
ADDITIONAL GROUND TACKLE One (1) 10# Danforth with two (2) ¾ 90’ three strand 

lengths of rode 
ANCHOR PLATFORM Wood bowsprit with stainless roller bracket.  
ANCHOR ROLLER(S) (1) stainless  
RODE STORAGE Forepeak chain locker  
HATCH/HAWSE/CHAIN PIPE(S) (1) large bronze chain pipe  
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CLEATS (1) 10-inch stainless cleat and (2) wood bits 
CHOCKS (2) bronze fitted on toerail and (2) captive through bulwarks 
BITTER END OF RODE N/A  
WINDLASS None.  

SAFETY EQUIPMENT  
�
FEDERALLY-REQUIRED EQUIPMENT :  
 
FIRE FIGHTING SYSTEM (2) Kidde dry chemical Type B-I hand portable fire 

extinguishers [gauges indicated one discharged, one full, 
Mfd. 2008] and (1) Kidde dry chemical Type B-I [gauge 
indicated full pressure charge, Mfd. 2000].  

PERSONAL FLOTATION DEVICE(S) (4) Type II adult size, (4) Type III adult size in soft zippered 
valise [new] and (1) West Marine inflatable suspenders 
[new] and West Marine 3’ and 6’ tethers  

TYPE IV P.F.D One (1) Type IV Throwable Horseshoe P.F.D.  
VISUAL DISTRESS SIGNALS (4) red hand flares [Exp.Jun.2010].  
WHISTLE Hand-held compressed air horns.  
BELL Not required.  
NAVIGATION LIGHTS Separate red and green sidelights on forward sheer strakes, 

stern light on toenail above transom, masthead light above 
spreaders and all-round light at masthead.  

DAY SHAPES None sighted.  
“Oil Discharge” PLACARD Installed on engine compartment access.  
“Garbage” PLACARD Installed below galley sink 
 
OTHER SAFETY EQUIPMENT:  
 
LIFELINES New double lifelines installed in April 2008 
DEWATERING SYSTEM (1) manual diaphragm pump 18 gpm bilge pump with pick 

up in bilge and hand operated from cockpit.  
COMPASS 4”inch Ritchie Venture SR-2 bulkhead mount with sun cover 

and inclinometer (New Dec 2009)  
HIGH WATER ALARM None sighted.  
FUME DETECTOR(S) Yes 
SMOKE DETECTOR Yes 
CARBON MONOXIDE DETECTOR Xantrex CO2 detector 
DECK LIGHT(S) Foredeck light integral to masthead light fixture.  

MEDICINE CHEST Johnson & Johnson 1
st 

Aid Kit 
MAN OVERBOARD COMPONENTS Life sling Man-Overboard rescue system.  
DINGHY Zodiac Bombard Typhoon Aero 305 Sport Boat 10 foot 

length w/ interlocking fiberglass floor boards.  Wt 67#, Max 
Payload 850#, three air chambers, 8.5 hp max engine. 

DITCH BAG Fully equipped ditch bag – updated in June 2009 – meeting 
IORC specifications for 7+ days.  Includes RME’s, first aid 
kit, flares, etc. 

EPIRB ACR 2777.5 RLB-33 RAPIDFIX 406 CAT II W/GPS 
Interface and mount 

PERSONAL BEACON SPOT Personal Beacon 
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SPOTLIGHT           Optronics NightBlaster® QH-3000, 3,000,000 foot candle 

SAFETY EQUIPMENT COMMENTS :  
 
All safety equipment was replaced or updated and extinguishers recharged or replaced in June 2009. 

 
UNDERWATER MACHINERY AND HULL PENETRATION FITTINGS 

  
PROPELLER (1) 12-inch three-blade RH bronze 
PROPELLER SHAFT One inch stainless 
PROPELLER SHAFT LOG Bronze 
RUDDER(S) (1) fiberglass stepped on keel shoe.  
RUDDER SHAFT 1 55/64-inch stainless 
RUDDER SHAFT LOG Fiberglass  
THROUGH-HULL FITTINGS (1) 11/16-inch bronze on port just abaft amidships [sink and 

basin drain], (1) 15/16-inch and (1) 5/8-inch bronze on port 
amidships [toilet inlet and waste discharge] and (1) 1 5/16-
inch bronze on starboard aft [cockpit scupper].  

EXTERNAL STRAINERS (1) medium bronze screen on starboard aft [engine inlet]  
TRANSDUCER (1) leveled in hull on port amidships.  
PADDLE WHEEL (1) flush in hull on starboard forward of amidships [not 

fouled but tight].  
GROUNDING PLATE (1) small Dynaplate on starboard forward of amidships.  
SACRIFICIAL ANODE (1) egg zinc on propeller shaft [approx. new June 2009.  
TRIM TABS None.  
THRUSTERS None 
STABILIZERS None 
STRUT(S) None  
CUTLASS BEARING Replaced June 2009 
 

 
 

UNDERWATER MACHINERY COMMENTS:  
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The cutlass bearing, shaft, stuffing box and propeller were removed in June of 2009 and, cleaned and the 
cutlass bearing was replaced.  All hoses, thru hulls and fittings were inspected and replaced in June 2009.  
Stuffing box inspected and refurbished at the same time.   

 
ELECTRONICS 

UNIT MANUFACTURER MODEL NO. SERIAL NO.  
�

FIXED MOUNT VHF Uniden UM 525ES fixed mount, water resistant VHF with 
remote Whamx4 remote microphone – New June 2009 

NIGHT VISION EQUIPMENT Night Owl Optics Explorer Marine 4X Waterproof Night 
Vision Monocular NONM4X-MR 

VHF ANTENNA Shakespeare 8 foot - rail mounted 
DEPTH SOUNDER(S) Two units – Standard Horizon (Backup unit mounted in 

cockpit and a Garmin GDS 21 Sounder with Garmin B60-
20º Transducer with display through 3210 chart plotter. 

AUTOPILOT RAYMARINE  ST4000+ Tiller mounted  
HAND-HELD VHF RADIO  West Marine SUBMERSIBLE  
HAND HELD GPS  Garmin Colorado 400 with Blue tooth interface.  
CHART PLOTTER Garmin chart plotter 3210 with GPS 17 external WAAS 

receiver 
NAVIGATIONAL COMPUTER Gateway note pad – 15” monitor – with BU 353 GPS 

receiver 
NAVIGATIONAL SOFTWARE Maptech Mariner Pro installed on laptop 
 Nobeltec Visual Navigational Suite (VNS MAX PRO) with 

radar, GPS and XM WX weather interface software and 
Globalsat BU-353 USB GPS Receiver  

ELECTRONIC CHARTS C-Chart Mega Wide Region Americas 
ON-BOARD WEATHER INSTRUMENTS La Crosse Wireless Weather Pro Center (WS-2316U) 

w/atomic clock, barometer, humidity, temperature, and wind 
speed including PC interface. 

SATELLITE WEATHER RECEIVER XM WX radio, receiver and antennae (subscription required)  
RADAR NONE 
AIS RECEIVER NONE 
GPS WAAS RECEIVER Garmin GPS 17 external WAAS 
 
FRESH WATER SYSTEM  
TANKAGE One (1) 45 gallon and one (1) 60 gallon stainless steel 
LOCATION Beneath saloon sole 
MANUFACTURER Factory installed 
MATERIAL Stainless  
FILL PIPE(S) (2) in starboard side deck amidships.  
CAP(S) MARKED? Yes, “WATER.”  
DISTRIBUTION LINES Nylon-reinforced vinyl hose  
CLAMPS Stainless hose clamps.  
FILTER(S) None sighted.  
PUMP(S) (3) manual foot pumps – two at galley sink and one in head.  
ELECTRIC PUMP Whale universal 12 V electric pressure pump 2.2 GPM 
ACCUMULATOR TANK None 
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OUTLETS Galley sink and head wash basin.  
WATER HEATER None 
DOCKSIDE PRESSURE None.  
WATER MAKER None 

SANITATION AND WASTE SYSTEM  
 
BLACK WATER SYSTEM:  
HOLDING TANK One (1) 
LOCATION Underneath head basin  
MANUFACTURER Unknown  
MATERIAL Collapsible bladder 
CAPACITY Unknown  
DECK PUMPOUT FITTING(S) (1) on port side deck forward of amidships.  
CAP(S) MARKED? Not decipherable.  
MARINE TOILET(S) Jabsco raw water manual flush.  
ANTI-SIPHON PROTECTION Bronze vented loop in discharge circuit.  
“Y” VALVE(S) (1) plastic 
MACERATOR PUMP  None.  
PUMPOUT PUMP None.  
SEWAGE TREATMENT DEVICE None 
RAW WATER INLET Bronze tapered plug valve  
OVERBOARD DISCHARGE Bronze tapered plug valve.  
HOSES Reinforced sani/water hose.  
CLAMPS Stainless hose clamps 
 

GRAY WATER SYSTEM 
 

SHOWER DRAIN No shower.  
SHOWER SUMP PUMP N/A.  
SINK DRAIN Bronze ball valve.  
BASIN DRAIN(S) Shares drain with sink.  
HOSES Nylon-reinforced vinyl hose  
CLAMPS Stainless hose clamps.  

 
GALLEY 

 
LOCATION Port side aft in main cabin 
REEFER Adler-Barbour 12VDC cold plate system in icebox.  
ICE BOX One (1) top-opening small built-in flush beneath forward 

galley counter and One(1) large built-in-flush beneath aft 
galley counter – both insulated with 4 inches polyurethane 
foam 

FREEZER Inside reefer cold plates 
ICEMAKER None  
STOVE Force 10 stainless, gimbaled two-burner  
STOVE FUEL Propane [LPG]  
STOVE FUEL STORAGE Single horizontal aluminum cylinder in dedicated cockpit 

locker with solenoid shutoff valve 
SAFETY BELT None.  
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MICROWAVE None.  
SINK(S) (1) deep stainless.  
STORAGE (1) locker beneath sink, (1) beneath aft counter, (1) beneath 

stove, (3) drawers and outboard sliding-front helves 
COUNTER TOPS Off-white mica.  
VENTILATION Fair natural.  
LIGHTING Excellent natural, poor electric 

INTERIOR AND APPOINTMENTS  
�
LIGHTING Excellent natural, poor electric  
VENTILATION Fair natural.  
FANS/VENTS (4) overhead hatches.  
AIR CONDITIONING Oceanbreeze Model OB16Ch, 16700 BTU cooling, 2000 

Watts heat, 11.25 amps, 120V system 
FABRICS           Cinnamon – Sunbrella 
INTERIOR CUSHIONS New Foam and Fabric installed March 2008  
WINDOW COVERINGS Horizontal Venetian blinds.  
OVERHEAD Longitudinal simulated planking.  
SOLES Off-white nonskid 
CEILINGS Off-white paneling and wood battens. 
JOINTER WORK  Fair 
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